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DRIVEN TO OUTPERFORM. 
M18 FUEL is engineered for the most demanding tradesmen in the world. Delivering unrivaled performance in a compact 

structure, all M18 FUEL products feature three MILWAUKEE exclusive innovations - the POWERSTATE Brushless Motor, 

REDLITHIUM-ION Battery Pack and REDLINK PLUS Intelligence Hardware and Software - that deliver unmatched power,  

run-time and durability. Simply put, the M18 FUEL Compact Bandsaw delivers corded performance with cordless productivity.

Easily hangs on a pipe stand, ladder, 

cart or table between cuts

RAFTER HOOK 

(BACK OF TOOL)

Delivers maximum tool 

life while requiring less 

servicing than a chain 

drive

ALL METAL  

DIRECT DRIVE

Illuminates work surface for increased 

accuracy and productivity

LED WORK LIGHT

Allows users to adjust speed of cut 

depending on which materials they are cutting

VARIABLE SPEED TRIGGER

Provides the power and speed needed 

to handle heavy applications

Adjusts to meet requirements of 

larger materials

Proprietary composite material 

and crush zone barriers provide 

long lasting rugged protection

JOBSITE ARMOR 

TECHNOLOGY
POWERSTATE 

BRUSHLESS MOTOR

TOOL-FREE LOCKING 

ADJUSTABLE SHOE



M18 FUEL COMPACT BANDSAW

n  85mm x 85mm 

Capacity

n  Largest capacity 

of any compact 

bandsaw

n  Provides maximum 

productivity by 

allowing users to 

cut larger range of 

materials and size

MAXIMUM PRODUCTIVITYMAXIMUM PRODUCTIVITY
n  Faster cutting 

compact bandsaw  

FASTER 
CUTTING

LARGER 
CAPACITY

n  Lighter in weight

n  Increased balance 

for better user 

experience

LIGHTWEIGHT 
DESIGN INCREASED 
BALANCE

INCREASED CONTROL

SPECIFICATIONS

DESCRIPTION SPECIFICATIONS

No Load Speed 0 – 164.59 m/min-1

Blade Length 899 mm

Cutting capacity (Rectangular stock) 85 x 85 mm

DESCRIPTION SPECIFICATIONS

Cutting capacity (Pipe)   ø 85 mm

Weight (w/2.0Ah battery) 3.9 kg

ACCESSORIES

BANDSAW 
BLADE COVER 
49-90-2829

BANDSAW 
BLADE 18 TPI 
35-3/8" (1PK)*
48-39-0528

BANDSAW 
BLADE 10 TPI 
35-3/8" (1PK)*
48-39-0508

BANDSAW 
BLADE 14 TPI 
35-3/8" (1PK)*
48-39-0518

BANDSAW 
BLADE 24 TPI 
35-3/8" (1PK)*
48-39-0538

MILWAUKEE Standard  
Compact Bandsaw

63mm
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Milwaukee 
M18 FBS85

4.5 kg

3.9 kg

Milwaukee 
HD18 BS

*ALSO AVAILABLE IN 3PK AND 100PK
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